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Test Method    : Double Shear 
Specification   : Apply to applicant 、 DIN EN 28749-1992 
Ambient Temp.: Temp. 24  ̊C 
Test Result       : 
 

No. Sample Size Test Value kN (Lbs) Standard Value kN (Lbs) min. Apply to the applicant 

1 5mm 30.09 (6764.50) 24 (5395) 

2 6mm 43.61 (9803.92) 35 (7868) 

3 8mm 77.53 (17429.44) 65 (14695) 

4 10mm 117.5 (26415.06) 100 (22480) 

5 12mm 163.05 (36655.10) 144 (32371) 

6 16mm 316.86 (71232.97) 257 (57774) 

7 20mm 493.50 (110943.20) 403 (90594) 

8 25mm 777.50 (174789.00) 671 (141849) 

9 3/16" 23.44 (5269.52) 23 (5150) 

10 1/4" 47.58 (10696.41) 41 (9200) 

11 5/16" 86.20 (19378.53) 64 (14400) 

12 3/8" 121.41 (27294.06) 92 (20700) 

13 7/16" 144.73 (32536.60) 127 (28500) 

14 1/2" 172.34 (38743.58) 164 (36900) 

15 9/16" 270.64 (60842.30) 208 (46700) 

16 5/8" 290.47 (65300.26) 257 (57800) 

17 3/4" 410.19 (92214.40) 370 (83200) 

18 7/8" 630.5 (141742.10) 500 (112500) 

19 1" 808.50 (181758.10) 655 (147200) 

 
 

      
                          Metric Units Sample                                                        Imperial Units Sample 
 

End of test report – 




